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25515-9

Product number 51545095
Suitable for
« Municipal wells

Submersible pumps in stainless steel. EN 1.4301 (AISI 304). EN 1.4401 (AISI 316). EN
1.4539 (AISI 9041). Typical application: Ground water, Irrigation, Mining, Fountain,
Off-shore etc.
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Specifications

Product name
Product No.
EAN

Technical

Pump speed on which pump data is
based

Rated flow
Rated head

Actual impeller diameter
Stages

Impeller reduc.

Shaft seal for motor
Approvals on nameplate
Curve tolerance

Pump Number

Model

Valve

Motor version

Specification for shaft end

Materials

25515-9
51545095
5700394508414

3450 rpm

26.4US gpm
1969 ft

287in

9

NONE

LIPSEAL
CEEAC,CSACOMPUR
1509906:2012 38
05010009

A

YES

T40

SPLINE

Liquid
Pumped liquid Water
Maximum liquid temperature 140 °F
Max liquid temperature at 015 m/sec 104 °F
Selected liquid temperature 68°F
Density 6229 Ib/ft*
Electrical data
Motor type Ms402
Type of motor CSCR
Applic. motor GRUNDFOS
Power (P2) required by pump 15HP
KVA code H
Main frequency 60Hz
(Ratedvoltage  1x230V
Service factor 130
Starting current 500%
Cos phi - power factor 0.89

Rated speed 3450 rpm




